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150W 48Vdc black Power Supply for Magnetic Track

Product codes: Product features:

Reference: FAM150W48V Power (W): 150

Power source (V): 48V

Colour: Black

IP: IP20

Measures (mm): 235x22x44mm
Material: Aluminum

Operating temperature: -20°C ~ +55°C
Energy efficiency 2021: A+
Energy efficiency 2023: F
Lifespan: 30.000h

Certification: CE - RoOHS
Warranty: 3 afios

Product attributes:

Product description:

150W 48V DC driver for magnetic track, concealed 150W 48V DC LED Power Supply for Magnetic Track Black Compact
Silent

? 150W? 48V DC? Silencieux? Noir

150w
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Power48Vv DC
Output voltageSilent
OperationBlack
Colour

The 150W 48V DC LED power supply is an essential component for magnetic-track lighting systems. Designed to fit
perfectly inside the track, it stays completely concealed, ensuring a clean, minimalist design for your installation. With
150W of power and a compact black design, it ensures silent, efficient operation.

This 48V driver is ideal for powering your low-voltage LED spots and modules installed on magnetic tracks. Thanks to its
design, it produces no noise and can be mounted and removed easily, offering a discreet, clean power solution, perfect
for residential and commercial environments. 3-year warranty.

Why choose this product? 7 Concealed 48V DC
Fits in the track, clean, minimalist design. ? Silent and efficient
No noise, easy to mount and remove. ? 150W for mag netic track

Powers low-voltage LED spots and modules. Technical specifications Product typeLED power supply for magnetic
trackPower150WOutput voltage48V DCColourBlackinstallationConcealed in the trackOperationSilentWarranty3 years
Advantages

e 150W, 48V DC: magnetic track.
e Concealed: inside the track.

e Silent: no noise.

e Compact black: clean design.

e Easy mounting: and removal.

e Warranty: 3 years.

Recommended applications ?Magnetic tracks — concealed power supply.?Living rooms and shops — minimalist
design.?Showrooms — 48V LED spots.?Offices — silent operation. Installation guide 1Switch off the power

Cut the 230V supply before installation.2Insert into the track

Place the power supply inside the magnetic track.3Wire it

Connect the 230V input and the 48V track output.4Check

Restore power and check the lighting. Frequently asked questions Where is it installed?
Inside the magnetic track, concealed. Does it make noise?

No, its operation is completely silent. What is its o utput voltag e?
48V DC, for a power of 150W. ?

150W
48V DC?

Silent

Black?

Track

Magnetic?

Warranty

3years
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