
  
 Tilting Circular Recessed Black Bezel Ring for GU10/MR16 Bulbs  
   

Product codes:  

Reference: LM4326

  

Product features:  

Lampholder: GU10
Lampholder: MR16
Colour: Black
IP: IP20
Measures (mm): Ø93x41mm
Material: Aluminum
Certification: CE - RoHS
Warranty: 5 años

 

 

   

Product attributes:  

   

Product description:  

Round tilting ring for GU10/MR16 recessed spots Recessed round tilting Ring matte black for GU10/MR16 LED Bulb 

The round tilting recessed ring matte black holds your GU10 and MR16

dichroic LED bulbs (Ø50 mm). Modern, elegant aluminium design, Ø86 mm

cut-out, Ø93 mm outer dimensions. GU10 holder included.

?? GU10/MR16? Noir mat? Inclinable

Round
ShapeGU10/MR16
BulbØ86 mm
Cut-outØ93 mm

 



  Outer dim. 

The round tilting recessed ring matte black is ideal for installing dichroic LED bulbs, both MR16 and GU10 (standard
Ø50 mm). Its modern, refined design creates exclusive, sophisticated settings, combining functionality and aesthetics in
any type of ceiling.

Made of aluminium with a matte black finish, it ensures strength and durability, for an attractive, functional installation in
the long term. It recesses into a Ø86 mm cut-out and has outer dimensions of Ø93 mm (depth 41 mm). Its tilting design
lets you aim the light towards the desired area. GU10 holder included. The bulb is not included.

Why choose this product? ? GU10 and MR16
Compatible with Ø50 mm dichroic bulbs (not included). ? Tilting and adjustable
Aim the light where you want. ? matte black finish
aluminium, strong and durable. Technical specifications Product typeRecessed round tilting ringCompatibilityGU10 /
MR16 LED bulbs (Ø50 mm)Ceiling cut-outØ86 mmOuter dimensionsØ93 mmDepth41 mmMaterialaluminiumFinishmatte
blackOrientationTiltingHolderGU10 included Advantages

GU10/MR16-compatible: Ø50 mm bulb (not included).
Tilting: directable beam.
matte black finish: elegant design.
aluminium: strong and durable.
Ø86 mm cut-out: outer dim. Ø93 mm.
GU10 holder included: easy installation.

Recommended applications ?Living rooms and bedrooms — decorative recessed lighting.?Shops and hotels —
highlighting.?Corridors and halls — elegant integration.?False ceilings — GU10/MR16 spots. Installation guide
1Prepare the cut-out
Make a Ø86 mm cut-out in the ceiling.2Insert the bulb
Fit a GU10 or MR16 bulb (not included) in the included holder.3Recess the ring
Insert the ring into the cut-out via its springs.4Aim and check

Set the tilt and check the lighting. Frequently asked questions Is the bulb included?
No, it holds a Ø50 mm GU10 or MR16 bulb (not included). What cut-out is needed?
Ø86 mm (outer dimensions Ø93 mm). Is the beam adjustable?
Yes, its tilting design lets you aim the light. ?

GU10/MR16
Round?

Ø86 mm
Ø93 mm?

matte black
Tilting?

In stock
Fast shipping  
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